Galaxy

GA-FL-000XX

SMART ENERGY

SOLAR AND LIGHTING

= Sl (1776

\ sttme ) ‘

7 ]

T men, | um
1m0 49| (0.9

Sélan2.32')

494m(19.45")

st )
S e | i
i woy

$lim(.41)

= 7 =
a7 || 1
tm0.20) 0,437

N, AN NN TR N 2
JES/.1dt = = 200w

Power supply:

IP Grade:

Power factor:

Power supply:

Body:
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Glass:

Installation:

Working temperature

Technology

CRI

LED life (h):

Flow maintenance:

220V-240VDC 50/60Hz

P55

Eletronic

Aluminum obtained by extrusion, anodizing process of protection

- Self-extinguishing polycarbonate lens

Suction-suspension installation

-40+50°C

LED mid-Power 5730 ceramic 4th generation

>80

100.000 hours

L80 50,000 hours

Lm/w 150
o Type of diffusion Direct light
S
o)
Type of optics SI - Symmetrical
Regulations: EN / IEC 60598-1:2015
IEC 62471 Exempt group
WARRANTY 5 years from installation
Modello w Cod. EL lamp °K Lm (Tc=25°)  Lm (Output) A B C D Kg
100W GA-FL-100WXX 160 led 4000 14677 13900 4,0
5000
Sl 150W GA-FL-150WXX 200 led 4000 22300 20544 45
5000
200W GA-FL-200WXX 250 led 4000 29980 27300 6,0
5000
300W GA-FL-300WXX 330 4000 43400 41195 9,5
5000
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Smart Energy Technical support services, Al-Dhahran, Kingdom of Saudi Arabia
Tell: +966.138849990, Fax: +966.138849991 Mobile: +966.568884367
Web: www.seco.net.sa email: sales@seco.net.sa






