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Power supply: 220V-240VDC 50/60Hz

IP Grade: IP65

Power factor:
 0,98

Power supply: Eletronic  hight frequency Isolamento Classe II

Body: Extruded polycarbonate and aluminum obtained by 
extrusion, anthracite gray

Glass:
 - Self-extinguishing polycarbonate lens

Installation: Suction-suspension installation

Working temperature -40+50°C

Technology LED mid- Power 5730 Samsung ceramic 6 generation

CRI >90

LED life (h): 
 110.000 hours

Flow maintenance: L80 50,000 hours

Lm/w 168

Type of diffusion Direct lighting

Type of optics Symmetric

Regulations: EN / IEC 60598-1:2015 

IEC 62471 Exempt group

WARRANTY 5 years from installation
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G-type V2 IP65
AQ-IP65-000XX

Modello    W Cod. EL lamp °K          Lm (Tc=25°)      Lm (Output)      A           B          C         D          Kg          

SI

18W AQ-IP65-18W-840 160 led 4000 3450 2200 600mm 80mm 60mm ° 0.5

36W AQ-IP65-36W-840 200 led 4000 5190 5320 ° ° ° ° 1,0

45W AQ-IP65-50W-840 250 led 4000 7809 6350 ° ° ° ° 1.5

Specification sheet
- IP65 waterproof ceiling light in extruded
polycarbonate, 98% purity and extruded
aluminum
- Isolated high-efficiency LED module with NTC
temperature control
- LED efficiency 168 lm / W
- 1% Flickering " 
- 90 CRI min.

- 98% lamp efficiency
- 10Kv overvoltage protection "
- Plug with quick wiring without tools "
- IP54

- Philips CrispWithe CoB LED Technology "
- Optional Emergency battery 3 hours at 80%
brightness with 4000 discharge cycles, long-life 
lithium technology.
- Fireproof emergency kit and IP65, with self 
check unit every 24H battery charge / discharge 
anomaly detection "
- Long life led 110,000 hours "
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