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الطاصئ الحمسغئ
Solar Energy



 provides it’s services to it’s clients by designing and 

installing a complete high performing solar PV systems supported by

Great technical knowledge background to all kind of projects starting 

from solar plants to solar Garden and Street Lights and smaller applications.

Our customer range are from Commercial scale, M&E Contractors, Land 

owners, facility managers and Housing Associations. 

الطاقة الشمسية

Solar Energy
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LED lights  are closer to natural daylight than the 
yellow lamps of the past. The latest LED lighting 
solutions provide an ideal upgrade path for 
public bodies looking to reduce energy  costs and 
environmental impact. LED can make striking 
aesthetic improvements to  landscapes and city 
scapes. 
    Increased sense of comfort and security
     Streets and car parks are better illuminated  
     Enhanced CCTV through better facial recognition 
     Longer life and reduced maintenance requirements 
     Enhanced control/dimming capabilities for more cost 
savings.

 Colours are more vivid and more real in public areas 

Why LED Lights?

LED Solutions



LED Light

LED Stadium light 

LED Flood light 

LED high Mast light 

Solar street light 

LED Street light    

LED HighBay light     (LHBL) 

LED indoor lights



-LSL001

Deep Grey
Light Grey

Overview
An elegant design with high efficient LUMILEDS LUXEON 

0 0 2D luminous sources and highly reliable 

meanwell drivr HLG series. The NEW - series LED street 

lights have a highluminous efficiency and 

better service life . Provides 7 year warranty on  . 

LED street light -KL  series

Products

KL r s



 Products

Electrical & Photometric
★ 3030 Version

*Luminous Efficacy of 3000K is 5% lower than other CCTs.

LED Qty/ Current

48units/ 83mA

72units/ 78mA

96units/ 88mA

96units/ 93mA

144units/ 93mA

192units/ 93mA

192units/ 93mA

240units/ 93mA

288units/ 93mA

336units/ 93mA

Power

25W

35W

55W

60W

90W

120W

120W

150W

180W

200W

3125 lm

4375 lm

6875 lm

7800 lm

11700 lm 

15600 lm

15600 lm 

19500 lm

23400 lm

26000 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

3030 2D

Driver Brand

MeanWell

Light Distribu ons CCT (K) Life me
(h)

10KV

KL-LD25KS

KL-LD35KS

KL-LD55KS

KL-LD60KM

KL-LD90KM

KL-LD120KM

KL-LD120KL

KL-LD150KL

KL-LD180KL

KL-LD200KL

ModelSeries

125 lm /w

125 lm /w

125 lm /w

130 lm /w

130 lm /w

130 lm /w

130 lm /w

130 lm /w

130 lm /w

130 lm /w

Luminaire 
efficacy (+/- 5%)

Lumen Output
(+/- 5%)

Surge Protec on
Device

★ 5050 Version

*Luminous Efficacy of 3000K is 5% lower than other CCTs.

LED Qty/ Current

24units/ 89mA

36units/ 89mA

48units/ 90mA

48units/ 91mA

72units/ 91mA

96units/ 91mA

96units/ 91mA

120units/ 91mA

144units/ 91mA

168units/ 91mA

Power

25W

35W

55W

60W

90W

120W

120W

150W

180W

200W

3625 lm

5075 lm

7975 lm

9000 lm

13500 lm 

18000 lm

18000 lm 

22500 lm

27000 lm

30000 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

5050

Driver Brand

MeanWell

Light Distribu ons

Type II, Medium

CCT (K)

3000*

4000

5000

5700

Life me
(h)

>85,000
(L70)10KV

KL-LD25KS

KL-LD35KS

KL-LD55KS

KL-LD60KM

KL-LD90KM

KL LD120KM

KL-LD120KL

KL-LD150KL

KL-LD180KL

KL-LD200KL

ModelSeries

145 lm /w

145 lm /w

145 lm /w

150 lm /w

150 lm /w

150 lm /w

150 lm /w

150 lm /w

150 lm /w

150 lm /w

Luminaire 
efficacy (+/- 5%)

Lumen Output
(+/- 5%)

Surge Protec on
Device

>100,000

(L70)

Type I, Medium

Type II, Medium

Type III, Medium

3000*

4000

5000

5700

Type III, Medium

Light 
GreyDeep Grey

LM-80

sales@se net sa
se net sa



 Products

Professional lens design, suitable
for various applica�ons.

Luminaire body is fixed by two M8x16
for�fied stainless steel screws.

Ra�onal clamshell design for wiring
compartment, sturdy and durable.

Use stainless steel screws for whole
luminaire, no corrosion worries.

Innova�ve pluggable connector,
clean & efficient.

Neat inner cavity structure, ensure the 
thermal convec�on of LED driver.

Use German               connectors for
Internal wiring, safe, convenient & fast.

Full aluminum made, sufficient heat
dissipa�on area.

Lens code: TypeI,Medium

Lens code:  TypeIII,Medium

Lens code:  TypeV,Short

Lens code:  TypeII,Medium

Reference Only

Reference Only

Square Parking Lot

Reference Only

Reference Only

5-7m

8-12m

5-7m

8-12m

Applica�on (Driverway width=3.5M):
Urban Main Roads | Highway | Parking Lot |  Area

30°

0°

180°

C90 - C270C0 - C180 unit: cd

120°

60°60°

90° 90°

120°

30° 30°

60°

0°

180°

C90 - C270C0 - C180 unit: cd

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - C270C0 - C180 unit: cd

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - C270C0 - C180 unit: cd

120°

60°

90° 90°

120°

30°

SERIES-R
LED STREET LIGHTS

Various Installa. on Methods With 
Different Adapters

Adapter for special pole 
diameter(Horizontal)

“80-60mm” “60-40mm” 



Specification   

 Products

*Luminous Efficacy of 3000K is 5% lower than other CCTs.

Model

H-LD40H4

H-LD50H5

H-LD60H6

H-LD80H4

H-LD100H5

H-LD120H6

H-LD120H4

H-LD150H5

H-LD180H6

H-LD160H4

H-LD200H5

H-LD240H6

H-LD200H4

H-LD240H5

H-LD300H6

Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

200W

240W

300W

5600 lm

6500 lm

7500 lm

11200 lm

13000 lm

15000 lm

16800 lm 

19500 lm

22500 lm

22400 lm 

26000 lm

30000 lm

28000 lm

31200 lm

37500 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

3030 2D

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*²

4000

5000

5700

Life me
(h)

1

2

3

4

5

Number of 
Modules

95mA

115mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

140mA

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 3030 Version
LED Working 

Current

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

60°

90°

110°

★ 5050 Version
LED Working 

CurrentModel

H-LD40H4

H-LD50H5

H-LD60H6

H-LD80H4

H-LD100H5

H-LD120H6

H-LD120H4

H-LD150H5

H-LD180H6

H-LD160H4

H-LD200H5

H-LD240H6

H-LD200H4

H-LD240H5

H-LD300H6

Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

200W

240W

300W

6600 lm

8000 lm

9300 lm

13200 lm

16000 lm

18600 lm

19800 lm 

24000 lm

27900 lm

26400 lm 

32000 lm

37200 lm

33000 lm

38400 lm

46500 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

5050

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*²

4000

5000

5700

Life me
(h)

1

2

3

4

5

Number of 
Modules

48mA

59mA

75mA

50mA

61mA

75mA

50mA

58mA

75mA

50mA

58mA

75mA

50mA

61mA

75mA

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

>85,000
(L70)

>85,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>85,000
(L70)

>85,000
(L70)

>85,000
(L70)

110°

LM-80

sales se net sa
se net sa
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Power supply: 220V-240VDC 50/60Hz

IP Grade: IP66

Power factor:
 0,98

Power supply: Eletronic , PF active, galvanic insulation, Class I, 1-10V

Body: Aluminum and magnesium obtained by die-casting high pressure, then milled and painted with 180 ° catalyzed 

polyester powder, anti-UV treatment and corrosion, screws SS 

Glass: high-strength tempered glass Saint Goben company, 5mm extra white light transmission  95%

Installation: Top pole 90° +-5° 45mm / 60mm

Working temperature: -40+60°C

Technoogy
 LED high Power 3535 ceramic 5 Generation 2018, Graphene technology application 300m•K transmittance 

CRI >70

LED Life (h):
 120.000 hours

Flux Maintenance: L90B10 50.000h

Lm/w 165 @25°C 700mA

Optics
 PMMA • Bayer 

Lens type AS - Asymectric  

Normative: EN / IEC 60598-1:2015 

IEC 62471 Photobioogic R0

Warranty 10 Years

G
en

er
al

 In
fo

rm
at

io
n

LE
D

Le
ns

No
rm

e

XTreme 
XT-S-000XX

Modello    W Cod. EL lamp °K°K          Lm c=25°)c=25°)      Lm (O c=80°)c=80°)     c=80°)      c=80°)     c=80°)       c=80°)       
100W 8032AU4150GL 46 led HP 4000 16168 14825 375 x x x 8,000 1 50

135W 8032AU5150GL 36 led HP 4000 23550 22057 375 x x x 8,000 1 50

158W 8032AU4175GL 80 led HP 4000 26947 24950 375 x x x 8,000 1 50

200W 8032AU5175GL 48 led HP 4000 32337 29650 375 x x x 14,000 1 50

260W 8032AU4200GL 48 led HP 4000 41330 39540 375 x x x 14,000 1 50

300W 8032AU5200GL 48 led HP 4000 52000 49600 375 x x x 14,000 1 50

LED Street light has touched new 
parameters of life and efficiency. 
Born to work in the hardest 
environmental areas of the planet. 
-40 +60°C, Sand, Ice, Sea Water

cod. 1250 cod.1233 

cod. 1278 cod.1299
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Electrical & Photometric

A: Post Top Mounted

B: Pendant Mounted C: Side Entry Mounted D: Suspended Mounted

LED Qty/ Current

72units/ 56mA

96units/ 59mA

120units/ 70mA

144units/ 78mA

168units/ 86mA

168units/ 110mA

Power

27W

37W

56W

70W

90W

120W

3510 lm

4810 lm

7280 lm

9100 lm

11700 lm

15000 lm

Input Voltage

100-240V /277V 
AC 50 /60Hz

LED Brand

Philips Lumileds 
3030 2D

Driver Brand

MeanWell

Light Distribu ons CCT (K) Life me
(h)

10KV

-LD27LM

-LD37LM

-LD56LM

-LD70LM

-LD90LM

-LD120LM

Model

L

Series

130 lm /w*¹

130 lm /w*¹

130 lm /w*¹

130 lm /w*¹

130 lm /w*¹

125 lm /w*¹

Luminaire 
efficacy (+/- 5%)

Lumen Output
(+/- 5%)

Surge Protec on
Device

>100,000

(L70)
1M, 2M, 3M, 5S*²
1M Symmetry

3000*³

4000

5000

5700

LED Qty/ Current

36units/ 28mA

48units/ 29mA

60units/ 35mA

72units/ 40mA

84units/ 42mA

84units/ 56mA

Power

27W

37W

56W

70W

90W

120W

3780 lm

5180 lm

7840 lm

9800 lm

12600 lm

16200 lm

Input Voltage

100-240V /277V 
AC 50 /60Hz

LED Brand

Philips Lumileds 
5050

Driver Brand

MeanWell

Light Distribu ons CCT (K) Life me
(h)

10KV

-LD27LM

-LD37LM

-LD56LM

-LD70LM

-LD90LM

-LD120LM

Model

L

Series

140 lm /w*¹

140 lm /w*¹

140 lm /w*¹

140 lm /w*¹

140 lm /w*¹

135 lm /w*¹

Luminaire 
efficacy (+/- 5%)

Lumen Output
(+/- 5%)

Surge Protec on
Device

>100,000

(L70)
2M, 3M, 5S*²

3000*³

4000

5000

5700

★ 3030 Version

★ 5050 Version
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-H 001

Overview

The  H 4 /H 5-Series LED high bay lights  are 
using LUMILEDS® LUXEON 3030 2D  luminous 
source, providing excellent lumen output, long-lasting 
stability and splendid sight. The  H 4 /H 5 -Series 
LED high bay lights have a high luminous efficiency and 
better service life. Provide 7 years warranty on .

Silver Gray
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Specification       

Model*¹ Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

200W

240W

300W

5600 lm

6500 lm

7500 lm

11200 lm

13000 lm

15000 lm

16800 lm 

19500 lm

22500 lm

22400 lm 

26000 lm

30000 lm

28000 lm

31200 lm

37500 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

3030 2D

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*²

4000

5000

5700

Life me
(h)

1

2

3

4

5

Number of 
Modules

95mA

115mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

140mA

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 3030 Version
LED Working 

Current

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

60°

90°

110°

HB-GCD40H4

HB-FGD40H4

HB-GCD50H5

HB-FGD50H5

HB-GCD60H6

HB-FGD60H6

HB-GCD80H4

HB-FGD80H4

HB-GCD100H5

HB-FGD100H5

HB-GCD120H6

HB-FGD120H6

HB-GCD120H4

HB-FGD120H4

HB-GCD150H5

HB-FGD150H5

HB-GCD180H6

HB-FGD180H6

HB-GCD160H4

HB-FGD160H4

HB-GCD200H5

HB-FGD200H5

HB-GCD240H6

HB-FGD240H6

HB-GCD200H4

HB-FGD200H4

HB-GCD240H5

HB-FGD240H5

HB-GCD300H6

HB-FGD300H6

LM-80

sales se e sa
se e sa

Lens code: 60º

Applica�ons:
a  Light: Warehouse | Workshop | Gas Sta�on
lood Light: ill oard | Area | Architecture | 

Landscape Ligh�ng

Lens code: 110º
Lens code: 90º

Optics

60 º

Reference 

Only

110 º

Reference 

Only

90 º

Reference 

Only

30°

60°

0°

180°

C90 - 
C270

C0 - 
C180

unit: cd

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - 
C270

C0 - C180 unit: cd

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - 
C270

C0 - 
C180

unit: cd

120°

60°

90° 90°

120°

30°

Applica ons: 
Bay Light: Shelf Aisle | High Hall | High 
Workshop
Flood Light: Billboard | Area | Architecture | 
Landscape Ligh ng 

Applica ons:
Bay Light: Warehouse | Workshop
Flood Light: Billboard | Area | 
Architecture | Landscape Ligh ng 
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full aluminum made, sufficient heat
dissipa�on area also no corrosion
worries.

Exquisite and enhanced full aluminium 
bracket.

Use waterproof connector for internal
wiring, safe, convenient & fast.

Innova�ve pluggable connector,
clean & efficient.

UL standard connec�on.

A special taylor-made packaging
designed to guarantee the highest
protec�on of the lamp.

XTREME LUMINAIRE DESIGN

Cylindrical edge design, avoid lacera�on.Black & Silver Color Modules.Overall stainless steel screws adopted.

Reasonable heat sink design, not
only keep ven�la�on but also
avoid lacera�on.

Gaps between each module
increase heat dissipa�on speed
and solve the problem of dust
deposi�on.

LED Working 
CurrentModel*¹ Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

200W

240W

300W

6600 lm

8000 lm

9300 lm

13200 lm

16000 lm

18600 lm

19800 lm 

24000 lm

27900 lm

26400 lm 

32000 lm

37200 lm

33000 lm

38400 lm

46500 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

5050

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*²

4000

5000

5700

Life me
(h)

1

2

3

4

5

Number of 
Modules

48mA

59mA

75mA

50mA

61mA

75mA

50mA

58mA

75mA

50mA

58mA

75mA

50mA

61mA

75mA

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 5050 Version

*¹ Model of Bay Light: HB-GCDXXHX |  Model of Flood Light: HB-FGDXXHX.
*² Luminous Efficacy of 3000K is 5% lower than other CCTs. 

>85,000
(L70)

>85,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>85,000
(L70)

>85,000
(L70)

>85,000
(L70)

110°

HB-GCD40H4

HB-FGD40H4

HB-GCD50H5

HB-FGD50H5

HB-GCD60H6

HB-FGD60H6

HB-GCD80H4

HB-FGD80H4

HB-GCD100H5

HB-FGD100H5

HB-GCD120H6

HB-FGD120H6

HB-GCD120H4

HB-FGD120H4

HB-GCD150H5

HB-FGD150H5

HB-GCD180H6

HB-FGD180H6

HB-GCD160H4

HB-FGD160H4

HB-GCD200H5

HB-FGD200H5

HB-GCD240H6

HB-FGD240H6

HB-GCD200H4

HB-FGD200H4

HB-GCD240H5

HB-FGD240H5

HB-GCD300H6

HB-FGD300H6



1  Products

Product

Norminal Wa age

LED�Qty &Current

Length of heat sink

Input Voltage

Dimming

LED�Brand

Driver Brand�

Max. Current @�120V

Max. Current @208V

Max. Current @240V

Max. Current @277V

Opera ng Temperature

Power Factor(PF)

THD

Lumen Output (+/- 5%)

Luminaire efficacy (+/- 5%)

Beam Angle

CRI

CCT

Ra ng

Material

Installa on

Accessories (Op onal)

Shell Color

Lumen Maintenance

Cer fica ons

Packaging Type

100-240V /277V AC 50 /60Hz

0 (1) -10V, PWM

Philips Lumileds 3030

 Driver

-40 ºC to +50 ºC

>0.95

<20%

110°

＞70

3000K (Warm White), 4000K (Nature White), 5000K (Pure White), 5700K (Cool White)

IP65, IK10

Die-cast aluminum；�Tempered Glass

Suspended Moun ng

Mo on Sensor

Black(RAL9005)，other RAL colors available on request

> 75,000 hours-L  at 25 ºC

CE, ROHS, IOS9001, ISO14001, LM80

1 unit /ctn.

7 00 lm

1  lm /w

1 00 lm

1  lm /w

1 00 lm

1  lm /w

2 000 lm

1 0 lm /w

0.62A

0.36A

0.31A

0.27A

1.03A

0.59A

0.51A

0.45A

1.54A

0.89A

0.77A

0.67A

2.06A

1.19A

1.03A

0.89A

60W

90 units &100 mA

100W

150 units &100 mA

150W

225 units &100 mA

200W

300 units &100 mA

K GCD60K K-GCD100K K-GCD150K K-GCD200K

320mm 320mm 430mm 430mm

SERIES-K
UFO LED HIGH BAY LIGHTS

Beam Angle: 110°
Applica. on: Workshop, Warehouse�|�Gas StaƟon�|�
Parking Garage�|�Area LighƟng

UƟlize high permeability 
tempered glass, providing the 
best lumen output of the 
luminaire.

110º

Simple ring structure design, 
easy for suspended mounƟng.

UƟlize waterproof connectors 
to fix the input cable, avoid 
damage of hard power pulling

3
0°0

°

18
0°

C90 - 
C270

C0 - 
C180

unit
: cd

12
0°

6
0°

6
0°

9
0°

9
0°

12
0°

3
0°

Excellent thermal 
management system and 
heat radiaƟon enable the 
LEDs consistently work 
cooler, providing significant 
boosts to

Reference 
Only

HEAT RADIATOR
Unique thermal design,stable product 
performance.
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Products

Canopy Recessed LED light 

Overview

Specification    

         The 4 / -5 Series LED recessed lights are using 
LUMILEDS® LUXEON 2D 3030 luminous source, providing 
excellent lumen output, Long lasting stability and 
splendid sight.
      The 4 / 5 -Series LED recessed lights have a high 

luminous efficiency and better service life. Provide 7 
years warranty on .  

Silver Gray

Model Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

5600 lm

6500 lm

7500 lm

11200 lm

13000 lm

15000 lm

16800 lm 

19500 lm

22500 lm

22400 lm 

26000 lm

30000 lm

Input Voltage

100-240V /277V 
AC 50 /60Hz

LED Brand

Philips Lumileds 
3030 2D

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*
4000
5000
5700

Life me
(h)

1

2

3

4

Number of 
Modules

95mA

115mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 3030 Version

*Luminous Efficacy of 3000K is 5% lower than other CCTs.

LED Working 
Current

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

60°
90°

110°

CP-QD40H4

CP-QD50H5

CP-QD60H6

CP-QD80H4

CP-QD100H5

CP-QD120H6

CP-QD120H4

CP-QD150H5

CP-QD180H6

CP-QD160H4

CP-QD200H5

CP-QD240H6



Specification    

 Products

Model Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

6600 lm

8000 lm

9300 lm

13200 lm

16000 lm

18600 lm

19800 lm 

24000 lm

27900 lm

26400 lm 

32000 lm

37200 lm

Input Voltage

100-240V /277V 
AC 50 /60Hz

LED Brand

Philips Lumileds 
5050

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*
4000
5000
5700

Life me
(h)

1

2

3

4

Number of 
Modules

48mA

59mA

75mA

50mA

61mA

75mA

50mA

58mA

75mA

50mA

58mA

75mA

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 5050 Version
LED Working 

Current

>85,000
(L70)

>85,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>85,000
(L70)

>85,000
(L70)

110°

CP-QD40H4

CP-QD50H5

CP-QD60H6

CP-QD80H4

CP-QD100H5

CP-QD120H6

CP-QD120H4

CP-QD150H5

CP-QD180H6

CP-QD160H4

CP-QD200H5

CP-QD240H6

Reasonable heat sink 
design, not only keep 
venƟlaƟon but also avoid 
laceraƟon.

Gaps between each module 
increase heat dissipaƟon 
speed and solve the problem 
of dust deposiƟon.

AIR CONVECTION EFFECT

The exquisite and innovated frame holder 
not only makes the installa on more 
simple but also firmer.

Convenient & fast installa on.
With a non-corrosive material, not only 
exquisite appearance, but also no 
corrosion concerns.

LM-80

sales se e sa
se e sa
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Products

High Flood LED light - H4B/H5B

Overview

Specification   4

The   / -Series LED flood lights are using 
LUMILEDS® LUXEON 3030 2D luminous source, 
providing excellent lumen output,  long-lasting stability 
and splendid sight. The   /  -Series LED flood 
lights have a high luminous efficiency and better service 
life. Provide 7 years warranty on luminaire.

Silver Gray

loo s

Model*¹ Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

200W

240W

5600 lm

6500 lm

7500 lm

11200 lm

13000 lm

15000 lm

16800 lm 

19500 lm

22500 lm

22400 lm 

26000 lm

30000 lm

28000 lm

31200 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

3030 2D

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*²

4000

5000

5700

Life me
(h)

1

2

3

4

5

Number of 
Modules

95mA

115mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

145mA

100mA

120mA

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

125 lm /w

140 lm /w

130 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 3030 Version
LED Working 

Current

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

>100,000
(L70)

60°

90°

110°

FL-GCD40H4B

FL-FGD40H4B

FL-GCD50H5B

FL-FGD50H5B

FL-GCD60H6B

FL-FGD60H6B

FL-GCD80H4B

FL-FGD80H4B

FL-GCD100H5B

FL-FGD100H5B

FL-GCD120H6B

FL-FGD120H6B

FL-GCD120H4B

FL-FGD120H4B

FL-GCD150H5B

FL-FGD150H5B

FL-GCD180H6B

FL-FGD180H6B

FL-GCD160H4B

FL-FGD160H4B

FL-GCD200H5B

FL-FGD200H5B

FL-GCD240H6B

FL-FGD240H6B

FL-GCD200H4B

FL-FGD200H4B

FL-GCD240H5B

FL-FGD240H5B

**¹ Model of Bay Light: FL-GCDXXHXB |  Model of Flood Light: FL-FGDXXHXB.
*² Luminous Efficacy of 3000K is 5% lower than other CCTs. 

Variety applicaƟons

Flood light with long bracket
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Specification    

Model*¹ Power

40W

50W

60W

80W

100W

120W

120W

150W

180W

160W

200W

240W

200W

240W

6600 lm

8000 lm

9300 lm

13200 lm

16000 lm

18600 lm

19800 lm 

24000 lm

27900 lm

26400 lm 

32000 lm

37200 lm

33000 lm

38400 lm

Input Voltage

100-240V /277V 

AC 50 /60Hz

LED Brand

Philips Lumileds 

5050

Driver Brand

MeanWell

Light Distribu ons CCT (K)

3000*²

4000

5000

5700

Life me
(h)

1

2

3

4

5

Number of 
Modules

48mA

59mA

75mA

50mA

61mA

75mA

50mA

58mA

75mA

50mA

58mA

75mA

50mA

61mA

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

155 lm /w

165 lm /w

160 lm /w

Luminaire 
Efficacy (+/- 5%)

Lumen Output
(+/- 5%)

★ 5050 Version
LED Working 

Current

>85,000
(L70)

>85,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>80,000
(L70)

>85,000
(L70)

>85,000
(L70)

>85,000
(L70)

110°

FL-GCD40H4B

FL-FGD40H4B

FL-GCD50H5B

FL-FGD50H5B

FL-GCD60H6B

FL-FGD60H6B

FL-GCD80H4B

FL-FGD80H4B

FL-GCD100H5B

FL-FGD100H5B

FL-GCD120H6B

FL-FGD120H6B

FL-GCD120H4B

FL-FGD120H4B

FL-GCD150H5B

FL-FGD150H5B

FL-GCD180H6B

FL-FGD180H6B

FL-GCD160H4B

FL-FGD160H4B

FL-GCD200H5B

FL-FGD200H5B

FL-GCD240H6B

FL-FGD240H6B

FL-GCD200H4B

FL-FGD200H4B

FL-GCD240H5B

FL-FGD240H5B

LM-80

sales se e sa
se e sa

Lens code: 60º

Applica�ons:
a  Light: Warehouse | Workshop | Gas Sta�on
lood Light: ill oard | Area | Architecture | 

Landscape Ligh�ng

Lens code: 110º
Lens code: 90º

Optics
60 º

Reference 

Only

110 º

Reference 

Only

90 º

Reference 

Only

30°

60°

0°

180°

C90 - 
C270

C0 - 
C180

unit: cd

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - 
C270

C0 - C180 unit: cd

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - 
C270

C0 - 
C180

unit: cd

120°

60°

90° 90°

120°

30°

Applica ons: 
Bay Light: Shelf Aisle | High Hall | High 
Workshop
Flood Light: Billboard | Area | Architecture | 
Landscape Ligh ng 

Applica ons:
Bay Light: Warehouse | Workshop
Flood Light: Billboard | Area | 
Architecture | Landscape Ligh ng 
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-LPL001LED Projector light

Overview

Black

a s



 Products

Specifications 

Item code FL-M-100W7XX FL-A-150W7XX FL-A-200W7XX FL-A-300W7XX FL-A-400W7XX FL-A-600W7XX

Power 100W 150W 200W 300W 400W 600W

Lumens 14.500lm 21.000lm 28.000lm 42.000lm 56.000lm 84.000lm

CCT 3000-4000-

5000K

3000-4000-

5000K

3000-4000-

5000K

3000-4000-

5000K

3000-4000-

5000K

3000-4000-

5000K

CRI >70 /85 >70 /85 >70 /85 >70 /85 >70 /85 >70 /85 

Operating temperature -35~60°C -35~60°C -35~60°C -35~60°C -35~60°C -35~60°C 

Flange maintenance 
L80-F10

Fino a 100.000 ore a 

Ta=25oC

Fino a 100.000 ore a 

Ta=25oC

Fino a 100.000 ore a 

Ta=25oC

Fino a 100.000 ore a 

Ta=25oC

Fino a 100.000 ore a 

Ta=25oC

Fino a 100.000 ore a 

Ta=25oC

Input voltage AC 200-240Vac AC 200-240Vac AC 200-240Vac AC 200-240Vac AC 200-240Vac AC 200-240Vac

Insulation class Classe I Classe I Classe I Classe I Classe I Classe I

Frequency range 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 

Power factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9

Installation
Pendant mounting
or stacking at "C"

Adjustable inclination

angle: 0-5-10 °

Pendant mounting
or stacking at "C"

Adjustable inclination

angle: 0-5-10 °

Pendant mounting
or stacking at "C"

Adjustable inclination

angle: 0-5-10 °

Pendant mounting
or stacking at "C"

Adjustable inclination 

angle: 0-5-10 °

Pendant mounting
or stacking at "C"

Adjustable inclination

angle: 0-5-10 °

Pendant mounting
or stacking at "C"

Adjustable inclination

angle: 0-5-10 °

Weight 4kg 4,8kg 5,8 kg 7kg 10Kg 19Kg

Box size 258X275X110mm 373X275X110mm 258X544X110mm 373X544X110mm 373X755X110mm 516X755X110mm

Reference Images

10 sales se e sa
se e sa



 Products

Power supply: 100V-240VDC 50/60Hz

IP Grade: IP66

Power factor:
 0,98

Power supply: Eletronic 

Body: Aluminum obtained by die-casting in a shell, then milled and painted with 80  cataly ed polyester 

powder, anti-  treatment and corrosion

Vetro:
 /

Installation: Wall installation, with ad ustable steel frame

Working temperature -40+60°C

Technology" E  high power sconi  0 0 ceramic  generation

CRI >80 

E  life (h): 
 100.000 hours

Flow maintenance: 80 50,000 hours

Lm/w 145

Type of use irect light

Tipo di ottica Type of optics

Regulations: EN / IEC 60598-1:2015 

IEC 62471 Exempt group

WARRANTY 5 years from installation

In
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Modello    W Cod. EL lamp °K°K         L Lc=25°)      c=25°)      c=25°)      Lm c=25°)c=25°)      Lm (Oc=25°)     c=25°)     

    AS

100W SI-HB-100W0XX 160 led HP 4000

5000

16455 14300 6,0 0,026 1 50

150W SI-HB-150W0XX 225 led HP 4000

5000

24090 21189 6,0 0,026 1 50

200W SI-HB-200W0XX 290 led HP 4000

5000

30200 28120 6,0 0,026 1 50

  AS

Dimmeraggio - mezzanotte virtuale

H090 H060

Sirio 
SI-HB-000XX

a



Specifications mast-it

power 120W 150W 200W 280W

Lumens 16.800lm 21.000lm 26.000lm 39.200lm

CCT 3000-4000-5000

CRI >80 >80 >80 >80

LM80 100.000 hours   Ta=25°C  

VAC AC 240~200Vac

Insulation class Classe  1 Classe 1 Classe 1 Classe 1 

frequency range 50/60Hz 50/60Hz 50/60Hz 50/60Hz

power factor

Wire 14-10 mm 14-10 mm 14-10 mm 14-10 mm

Weight 5.6Kg 5Kg 5Kg 7.9Kg

Dimension 580x310x170mm     580x310x170mm    580x310x170mm         680x380x70mm

5 Products

10 sales se e sa
se e sa

LED high mast light-it -LHML-it

Overview

Gray

Professional mast light, super reliable
and resistant, highest performance,
dedicated for worst weather condition,
Designed to last for 20 years.

Thermal managment,  it is enginerized
for worst climate temperature °60C

as



High-performance and 
energy efficient LED panels

5

 Products



 Technical data 

 Products

Power supply: 220V-240VDC 50/60Hz

IP Grade: IP20

Power factor:
 0,95

Power supply: Eletronic 

Body: Extruded aluminum, laser-processed lens, PMMA, polycarbonate, 80% transmitter

Glass:
 Free

Installation: Counter-sided installation, pure white painted steel for surface-mounted installations (optional), suspension with
 steel cables, surface-mounted kit (optional)

Working temperature -40 +40°C 

Technology: LED middle Power 3030-2D 4 generazione

CRI >80 - 90

Vita LED (h):
 75.000 hours

Flow maintenance: L80 50.000 ore

Lm/w 120

Type of diffusion Semi-direct light

Type of optics diffusing

Normative: EN / IEC 60598-1:2015 

IEC 62471 Exempt group

WARRANTY 5 years from installation

In
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Smart LED 
SL-600-000XX

Modello    W Cod. EL lamp °K          Lm (Tc=25°)      Lm (Output)          A           B          C           Kg           mc

    AS
0W P- 00x 00- 0W 0 E 000 3998 00 585 585 10 2,0

0W P- 00x 00- 0W 140 LED 000 4799 00 585 585 10 2,0

0W LP-600x 00- 0W 140 LED 000 5033 00 585 585 10 2,0

0W P- 00x 00- 0W 140 LED 4000 4820 4100 585 585 10 2,0

SUSP-Y-SL

SOF-W-SL

Micro-prismatizzazione UGR

Optional

5 sales se e sa
se e sa



LED Spotlights

Introducing a sustainable and energy efficient replacement for power consum-ing 

35W and 50W Halogen Spotlights. An extensive range of LED Spotlights 

(12W-8W) 

 Products

Modello    W Cod. EL lamp

SI
W CL-DW-000XX 1 CoB 3000


4000
1660 00 90 40 * * 2,5 75mm

W CL-DW-000XX 1 CoB 3000

4000

1933 00 110 50 * * 2,5 90mm

W CL-DW-000XX 1CoB 3000

4000

900 00 90 40 1,0 75mm

Lm (Tc=25°)      Lm (Output)      A           B          C         D          Kg    Cutting size

Class IP 
CL-DW-000XX

5 sales se e sa
se e sa



 Products

Power supply: 220V-240VDC 50/60Hz

IP Grade: IP20

Power factor:
 0,98

Power supply: Eletronic 

Body: Aluminum obtained by extrusion, anodi ing process of 
protection

Glass:
 - Self-extinguishing polycarbonate lens

Installation: Ceiling - suspension installation

Working temperature -40+50°C

Technology LED mid- Power 5730 ceramic 4 generazione

CRI >80 

Vita LED (h):
 100.000 hours

Maintenance of the flux L80 50.000 ore

Lm/w 150

Type of diffusion irect light

Type of optics SI - Symmetrical

Normative: EN / IEC 60598-1:2015 

IEC 62471 Exempt group

WARRANTY 5 years from installation

In
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Modello    W Cod. EL lamp °K°K        c=25°)     c=25°)    c=25°)     c=25°)           Lm (Oc=25°)  Lm c=25°)c=25°)   Lm  Cutting size

SI

15W TM-LB-15W-8XX 160 led 3000

4000

2010 1850 145 27 * * 0,5 135mm

20W TM-LB-20W-8XX 160led 3000

4000

2870 2290 170 27 * * 0.5 160mm

25W TM-LB-25W-8XX 200 led 3000

4000

3850 3000 200 27 * * 0.5 185mm

Trimless 
TM-LB-000XX

5 sales se e sa
se e sa



Why Solar LED Lights?

Solar LED solutions

Features

Unique Street Lighting

   High efficient solar LED street lighting ( 40W - 120W )
   Underground special concrete Battery room to protect

 Batteries from climate conditions and for easy maintenance.
   Full power for whole night and dimming options available
   Automatic ON/OFF with integrated sensor.

High Quality and Reliability

   Super efficicent LED’s : more than 50,000Hrs lifetime.
   Pressure diecast aluminium body for improving LED life.
   Rechargeable.
   High efficiency electronics and thermalmanagement
   Solar Panel: minimum 10 years life.
   IP65 complaint design.  



 Products

Solar LED street light -SLSL001

Overview

Specifications

Black

Our solar powered and gridded light systems are the
reliable, renewable and remarkable way to light an
outdoor space. Whether to enhance security, improve
commerce or create visibility, solar powered and on-grid
lighting is an economic and environmental choice for 
your parking lot, roadway, path, academic campus, retail 
or corporate complex, bike trail, billboard, sign, pavilion, 
bus stop or fence line.

Nominal wattage 10~120W

Nominal voltage DC 24V

Maxximum Current DC 4.6000A-24V

Optimal operating Temp° -40°C ~ +50°C

Power factor (PF) >0.9%

Driver efficiency >90%

Lumen Output 1 lm/W

Photometric type 1M, 2M, 3M, and 5S

CRI minimum 70 CRI

CCT                            

Pole Height 4-15m

LED light power 40W`120W

Distance between poles depends on light power 

and pole height  

Electrical Specifications

Photometric specifications

Technical solutions

solar s r l s
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Specifications

Solar Panel

Controller

Battery

30°

60°

0°

180°

C90 - C270C0 - C180

120°

60°

90° 90°

120°

30°

30°

60°

0°

C90 - C270C0 - C180

120°

60°

90° 90°

120°

30° 30°

60°

0°

C90 - C270C0 - C180

120°

60°

90° 90°

120°

30°

30°

60°

0°

180°

C90 - C270C0 - C180

120°

60°

90° 90°

120°

30°

Applica on:
Single Dr eway

Banch Roads

Applica on:
..1 wo Driveway
..2 Dr eway Entrance
..3 Urban Main oads

Applica on:
..1 T ee Driveway
..2 Hi way
..3 arking Lot �Area

Applica on:
..1 arking Lot
..2 Squ e
..3 ea

Solar LED

LM-80

sales se e sa
se e sa



-SLL001

Products

Solar Landscape LED light 

Overview

Specification 

Automatically illuminates when night falls or with 
the onset of inclement weather, Solar powered 
durable weather resistant, Easy to assemble, no 
wiring, includes rechargeable battery.

Black

Model -SLL10 -SLL10 Multi Lamp

LED 2000 Lumens N*2000Lumens

Solar panel Polycrystaline silicon

Battery type

Solar charging time

Lighting time

Lighting mode

Material

Work Temp °C -25°C ~ 65°C -25°C ~ 65°C

Product Size Ø416*830mm Ø416*830mm

Application Garden, Courtyard, Gate, Fence, Road, Park, Pathway etc...

Waterproof IP65 IP65

Aluminium Alloy + PC Aluminium Alloy + PC

5H 25% +5H 10%, PIR sensors 100% 30S 5H 25% +5H 10%, PIR sensors 100% 30S Multi 
wireless sync control

3 Nights after fully charged 3 Nights after fully charged

5-6 hours by bright  sunlight 5-6 hours by bright  sunlight

Polycrystaline silicon

Rechargeable Li-ion batteryRechargeable Li-ion battery

LED lightingMotion SensorCharging1000W/m2 Waterproof

Solar Landscape Light Features

sales se e sa
se e sa

solar ar s



Specifications

 Products

-SLL1L -SLL2L -SLL3L -SLL4L



Model -SSL20W -SSL40W -SSL60W -SSL80W

MonoSolar panel: 50W 90W 120W 120W

Power: 20W 40W 60W 80W

LED Chips: LG 3535 LG 3535 LG 3535 LG 3535

Backup time: 3~5 Days 3~5 Days        3~5 Days 3~5 Days

CCT: 3000K-6000K 3000K-6000K  3000K-6000K 3000K-6000K

Working mode: Auto ON/OFF Auto ON/OFF Auto ON/OFF Auto ON/OFF

Packing(lamp body):         985*420*140mm 1375*420*140mm 1780*420*140mm               1780*420*140mm

Warranty:  Years  Years  Years  Years

Lumen Output: 2000lumens 4000lumens 6000lumens 8000lumens

  Embedded smart controller 
 and LiFePO4

+ battery life = 230WH

  Embedded smart controller 
 and LiFePO4

+ battery life = 346WH

  Embedded smart controller 
 and LiFePO4

+ battery life = 538WH

  Embedded smart controller 
 and LiFePO4

+ battery life = 768WH
Smart Energy: 

Specification -SLL001All in one Solar Street Light

Silver Gray
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Solar LED street light

Products

Profile
About us

LED Street light 
LED Flood light 
LED HighBay light 
LED  light
LED Projector light 
LED 
LED high mast light

LED solutions

Content

Solar LED solutions
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