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Power supply: 220V-240VAC 50/60Hz

IP Grade: IP20

Power factor:
 0.98

Power supply: Eletronic 

Body: Polycarbonate and paste in white painted thermo-folded 
steel

Glass:
 Self-extinguishing polycarbonate lens

Installation: Ceiling - suspension installation

Working temperature -40+50°C

Technology LED mid-Power 2830 ceramic 4 generation

CRI >80 

LED life (h): 
 100.000 hours

Flow maintenance: L80 50,000 hours

Lm/w 150

Type of diffusion Direct light

Type of optics SI - Symmetrical

Regulations: EN / IEC 60598-1:2015 

IEC 62471 Exempt group

WARRANTY 5 years from installation
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Stone 
ST-LB-000XX

Modello    W Cod. EL lamp °K          Lm (Tc=25°)      Lm (Output)      A           B          C         D          Kg    Cutting size
15W ST-LB-15W000XX 120 led 3000


4000
1944 1400

SI

22W ST-LB-30W000XX 160 led 3000

4000

2840 2000 345 83 * * 0.5 135mm
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Smart Energy Technical support services, Al-Dhahran, Kingdom of Saudi Arabia 
Tell: +966.138849990, Fax: +966.138849991 Mobile: +966.568884367

Web: www.seco.net.sa   email: sales@seco.net.sa


